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Abstract: As the power demand is increasing in India the PV grid is playing important role in power distribution 
the main problem in PV based microgrid is power quality problem In this paper proposes a new method to generate 
reference voltage for overcome harmonic in line voltage the   a distribution static compensator (DSTATCOM) 
operating in PV based micro grid. The proposed method ensures that nearly unity power factor (UPF) is attained at 
the load terminal during nominal operation. Also the compensator injects lower currents and therefore reduces 
losses in the feeder. The rating of DSTATCOM is achieved which will improve the quality of voltage by to mitigate 
voltage sag and swell.  In this paper we analysis DSTATCOM for PV grid in MATLAB simulation. 
 






In recent years the PV based micro grid has been growing due to its several potential and economic advantages like, the 
microgrid has small investment. The micro-grid has less energy losses and higher overall energy efficiency. The micro-grid 
is designed based on the renewable energy sources near by the Load. The fuel cells and PV cell technology are mainly used 
in the micro grid to full-fill the load demand with hybrid technology. In hybrid micro-grid the power quality problem is the 
measures aspect, which is affecting the load demand. The main reason of power quality problem is power electronic 
components, which necessary in micro grid to convert dc to ac. The output of the inverter in micro grid should be 
compatible in voltage and frequency with load. In ac micro-grid dc power from photovoltaic panels has been converted into 
ac using dc/dc boosters and dc/ac inverter in order to connect the ac load. Due to static devices in converter results are 
harmonics injection and lower power factor to electric power system.  The load equipment’s of the modern generation are 
additional sensitive. Due to harmonics can initiate production loss, financial loss and environmental effect. 
  
A Distribution system suffers from current as well as voltage-related power-quality (PQ) problems, which include poor 
power factor, distorted source current, and voltage disturbances A DSTATCOM [1] connected at the point of common 
coupling (PCC),[4] has been utilized to mitigate both types of PQ problems [2] When operating in current control mode 
(CCM),[7] it injects reactive and harmonic components of load currents to make source currents balanced, sinusoidal, and 
in phase with the PCC voltage. In voltage-control mode (VCM) the DSTATCOM regulates PCC voltage at a reference 
value to protect critical loads from voltage disturbances, such as sag and swell However, the advantages of CCM and VCM 
cannot be achieved simultaneously with one active filter device, since two modes are independent of each other. In CCM 
operation, the DSTATCOM [5] cannot compensate for voltage disturbances. Hence CCM operation of DSTATCOM is not 
beneficial under voltage disturbances, which is a major disadvantage of this mode of operation. Usually, in VCM operation, 
the DSTATCOM regulates the PCC voltage at 1.0 p.u [3]-[6]. However, a load works satisfactorily for a allowable voltage 
range. Hence, it is not necessary to standardize the PCC voltage at 1.0 p.u. While conserving 1.0-p.u. voltage, DSTATCOM 
compensates for the voltage drop in feeder. For this, the compensator has to supply an additional reactive current which 




Power quality (PQ) in distribution systems affects is a measure of deviations in voltage, current, frequency of a specific 
system and associated components [16].  The equipment draw harmonics currents from AC mains and increase the supply 
demands. These loads can be grouped as linear (lagging power factor loads), nonlinear (current or voltage source type of 
harmonic generating loads), unbalanced and mixed types of loads. Some of power quality problems (PQ) associated [16] 
with these loads include harmonics, high reactive power problem, load unbalancing, voltage variation etc. A analysis on 
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power quality problems is considered for classification, suitable corrective and protective actions to identify these problems 
[16]. A variety of custom power devices are developed and successfully implemented to compensate various power quality 
problems in a distribution system. These custom power devices are classified as the DSTATCOM (Distribution Static 
Compensator), DVR (Dynamic Voltage Restorer) and UPQC (Unified Power Quality Conditioner). The DSTATCOM is a 
shunt-connected device, which can moderate the current associated power quality problems [16]. The effectiveness of 
DSTATCOM depends upon the used control method for generating the switching signals for the voltage source converter 
and value of interfacing inductors. For the control of DSTATCOM, many control algorithms are reported in the literature 
based on the immediate reactive power theory, deadbeat or predictive control [17]. 
 
A.) Basic Configuration Of D-STATCOM 
 
The DSTATCOM is connected shunt with line to regulate the voltage. The   DSTATCOM is operating in voltage control 
mode. In this paper DSTATCOM is used in both current control and voltage control modes is the same, its operating 
principle is different [18]. In the current control mode it is required to monitor a set of reference currents while in the 
voltage control mode it is required to follow a fixed reference voltages. This paper discusses the reference voltage 
generation method and the control of DSTATCOM in the voltage control mode (VCM) [19]. The basic configuration of 




Fig.1: Basic Configuration of D-STATCOM 
 
III.) PRINCIPLE OF D-STATCOM 
 
DSTATCOM is to suppress voltage difference and control reactive power in phase with system voltage.. Fig.2 shows the 
vector diagram at the fundamental frequency for capacitive and inductive modes and for the conversion states from 
capacitive to inductive and vice versa. The terminal voltage (Vbus) is equal to the sum of the inverter voltage (Vvsc) and 
the voltage across the coupling transformer reactive VL in both capacitive and inductive methods. I mean that if output 
voltage of DSTATCOM [11] (Vvsc) is in phase with bus terminal voltage (Vbus) and Vvsc is more than Vbus, 
DSTATCOM provides reactive power to system [12]. And if Vvsc is lesser than Vbus, DSTATCOM absorbs reactive 
power from power system. Vbus and Vvsc have the same phase, but actually they have a slight phase difference to 
component the loss of transformer winding and inverter switching, so absorbs a sum of real power from system. 
 
DSTATCOM vector diagrams which show inverter output voltage VI, system voltage VT, reactive voltage VL and line 
current I in association with magnitude and phase angle (δ). Figure 2.a and b explain how VI and VT produce capacitive or 
inductive power by controlling the magnitude for inverter output voltage VI in phase with both. Figure 2.c and d show 
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DSTATCOM creates or absorbs real power with VI and VT having phase ±δ. The transition from inductive to capacitive 
mode precede place by charging angle δ from zero to a negative value. The active power is transferred from the AC [13] 
terminal to the DC capacitor and effects the DC link voltage to rise. The active and reactive power may be expressed by the 
resulting equations: 
 
P =  (VbusVvsc/XL)sin δ                                    -------  (1) 
 
Q =  (V2bus/XL) - (VbusVvsc/XL)cos δ        ----------  (2) 
 
 
In any practical DSTATCOM there are losses in the transformer windings and in the converter switching. These losses 
consume active power from the AC terminals. Consequently, a small phase difference always exists between the VSC 
voltage [14] and the AC system voltage. A summary of the power exchanges between the DSTATCOM [11] and the AC 







Fig.2: Vector diagram of DSTATCOM (a) capacitive mode operation (b) inductive mode operation, 




III. Simulation Analysis of DSTATCOM for PV Grid 
 
The Figure -3 is shown the PV Grid is connected to the three phase load and at Load side we integrate the DSTATCOM to 
improve the voltage quality at Load buses. The DC/AC convertion is done with help of inverter when the load is increasing 
the distribences are highly at the load end. the DSTATCOM is connected on the shunt to overcome the voltage and current 
distrubances. 
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Fig. 3: Simulation Analysis of PV Grid with DSTATCOM 
 
From the above simulation we analysis the three phase output voltage at the Load as shown in Figure-4. The FFT analysis 
of output voltage is shown in Figure-5. From the FFT analysis we can say the impact of DSTATCOME on the output 





Fig -4 The Three Phase output voltage from PV Grid 
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In this paper, a control has been proposed for the generation of reference load voltage to improve power quality (PQ) in PV 
grid. The compensator injects reactive and harmonic components of load currents, resultant in UPF and nearly UPF is 
maintained for a load change  always it has fast voltage regulation has been achieved during voltage disturbances and losses 
in the VSI and feeder are reduced considerably, it has higher sag associate capability with the same VSI rating compared to 
the traditional method The simulation and experimental results shows the proposed method provides DSTATCOM, a 




International Journal of Enhanced Research in Science Technology & Engineering, ISSN: 2319-7463 
Vol. 4 Issue 4, April-2015, pp: (133-138), Impact Factor: 1.252, Available online at: www.erpublications.com 
 




[1]. Mahesh K. Mishra   “A Voltage-Controlled DSTATCOM for Power-Quality Improvement”  
[2]. M. Bollen, Understanding Power Quality Problems. Piscataway, NJ, USA: IEEE, 2000, ch. 1, pp. 1–35. 
[3]. H. Fujita and H. Akagi,  “Voltage-regulation performance of a shunt active filter intended for installation on a power distribution 
system,” IEEE Trans. Power Electron.,  vol. 22, no. 3, pp.  1046–1053, May 2007. 
[4]. A. Ghosh and G. Ledwich, “Load compensating DSTATCOM in weak ac systems,” IEEE Trans. Power Del., vol. 18, no. 4, pp. 
1302–1309, Oct. 2003. 
[5]. P. Mitra and G. Venayagamoorthy, “An adaptive control strategy for DSTATCOM applications in an electric ship power system,”   
IEEE Trans. Power Electron.,  vol. 25, no. 1, pp. 95–104, Jan. 2010. 
[6]. A. Yazdani, M. Crow, and J. Guo, “An improved nonlinear STATCOM control for electric arc furnace voltage flicker mitigation,”  
IEEE Trans. Power Del., vol. 24, no. 4, pp. 2284–2290, Oct. 2009. 
[7]. S.-H. Ko, S. Lee, H. Dehbonei, and C. Nayar, “Application of voltage and  current-controlled voltage source inverters for 
distributed generation systems,” IEEE Trans. Energy Convers., vol. 21, no. 3, pp. 782–792, Sep. 2006. 
[8]. Bala Boyi Bukata “Evolutionary Optimisation for Volt-VAR Power Quality Control” 
[9]. D. Pudjianto, C. Ramsay, and G. Strbac. Microgrids and virtual power plants: concepts to support the integration of distributed 
energy resources. IMechE, 222, 2008. 
[10]. Dipesh. M .Patel “ Operation of D-STATCOM for Voltage Control in Distribution Networks with a New Control Strategy” 
[11]. V.R. Dinavahi, M.R. Iravani and R. Bonert, “Realtime digital simulation and experimental verification of a D-STATCOM 
interfaced with a digital controller,” International Journal of Electrical Power & Energy Systems, Vol. 26, No. 9, Nov. 2004, pp. 
703-713. 
[12]. Ghosh and G.Ledwich, Power quality enhancement using custom power devices, London, Kluwer Academic Publishers, 2002.  
[13]. A. M. Gole, O. B. Nayak, T. S. Sidhu, and M. S.Sachdev, “A graphical electromagnetic simulation laboratory for power systems 
engineering programs,” IEEE Trans. Power Syst. , vol. 11, pp. 599–606, May 1996. 
[14]. Ghosh and G.Ledwich, Power quality enhancement using custom power devices, London, Kluwer Academic Publishers, 2002. 
[15]. Kumar Nunna, H.S.V.S, Doolla, S. Multiagent-Based Distributed-Energy-Resource Management for Intelligent Microgrids. 
[16]. N. Rajesh Babu ,Enhancement Of Power Quality Features Using Dstatcom With Application To Different Load Conditions. 
[17]. Bhim Singh, Sabha Raj Arya, Design and control of a DSTATCOM for power quality improvement using cross correlation 
function approach 
[18]. Dhananjay Kumar, Nupur Jejurikar and Pradyumn Chaturvedi, Modeling and Simulation of D-STATCOM for Voltage Regulation 
Imparting Various Control Strategies. 
[19]. Priyanka Upadhyay1 , Baseem Khan2, Enhancement of load balancing for dynamic loads using D-STATCOM. 
 
 
